TECHNICAL DATA SHEET

Defender® wWide Plastic Pigeon Spikes

Spike width at widest point:
145 mm

Product Code: BIRDO0O10 T
EAN: 5060298012418

Suitable for: Pigeons ]

Ledge Protection:
Maximum 150 mm (6 inches)

Made from: :
UV Stabilised Polycarbonate base, temperature ‘~
resistance with no loss of mechanical strength _ , "\
from -20°C to 130°C. Pin Height: A\
112 mm
Pins Per Strip:
20 Polycarbonate Pins ;/
ROWS: | f /
A pattern of 4 rows of pins fanning out at 4 / /
different angles 4
Snhappable Sections: N g =S
There are 8 snap points along the base. These __
allow the strip to be snapped by hand info
smaller sections without needing extra tools. Base
This means the bird spike will fit perfectly on any Width:
size ledge. 30 mm
Installation:
Stick or screw onto the surface requiring .
protection. Always read the full installation Fii;:*lwéolilfle “ 3
guide before Installing this product. Along the Max Width: >

base, there are 10 cross-shaped holes. When
using fixing silicone, the adhesive will protrude
through the holes and form cross-shaped rivets
that lock the pigeon spike firmly in place. It can
also be installed with screws, nails or cable ties.

10 mm

Note: Before full installation, always stick down
one strip for 24 hours to ensure the suitabllity of

glue. /

Warranty: .
These spikes come with a 15 Year Warranty " /
when installed in the UK. Terms and Condifions ,
apply - see website.

Disclaimer: It is always the responsibility of the
user to install as per the manutacturer's
iInstallation guide - see website.

Spike length:
333 mm
3 x Strips to a meftre

15 Yedr
For UK Installations
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